Safety Method Statement
Date works to Commence………………………………………………………………………………….

Description of Work and Location…………………………………………………………………………

Pre-site Preparation Work………………………………………………………………………………….

UKSigns & Signwear are to carry out graphic installations to …………………………………………

Installation will require use of hand tools, ladders plus access platform on roof of fitters vehicle.

Work will take no more than 1 day (all permitting). We understand that space will be made available within the workshop area whilst installation of graphics takes place. Person fitting the graphics on site will be Mr Kevin Flowers who is conversant with H & S procedure and is familiar with accident reporting procedures. He will liaise with the site manager / foreman before and during the work.
Procedure
1. Assess work area.

2. Having unloaded equipment and materials, check to ensure all equipment is in a
satisfactory condition/working order.

3. Ladders will be checked and made secure before use

4. Clean all panel areas where graphics are to be applied with solvent cleaner
5. Commence Installation work.

6. On completion of Installation works ensure and check all areas, remove all equipment and waste material.

	
	UKSigns & Signwear - Risk Assessment 

	
	Graphic Installation

	Hazard 
	

	Working at high levels 
	

	High/Med/Low 
	

	Medium 
	

	Risk Assessment 
	

	Falls 
	

	Controls 
	

	Do not work from ladder
	unless a risk assessment has taken place. All ladders must be checked at the end of each 

	working day. 
	

	Maintain Controls 
	

	Site Management to sup
	supervise and ensure controls are in place. 

	Hazard 

	Manual Handling & Lifting 

	High/Med/Low 

	Medium 

	Risk Assessment 

	Back problems, muscle damage 

	Controls 

	Fitters to be trained in manual handling & lifting 

	Maintain Controls 

	Ensure safe working procedures are followed along with site management to supervise and ensure controls are in place. 


